Rempe Access Service (4032)

Reinole Access Service is a cusiomercontolled service thal supports a dadicaled, custonier selecled retnole access
server wilh backup diaHn capabiliy lor network manegement. Kemote Access Service provides oneway ports for
the colleciion, concentalion, signating and azzregation of an information service provider's (130} dialup daia
tralic inlo a hub site. Thisz omion will allow an 15P"s enduser customer m call inm a renime acceas server. Remoie

Access Service is available on an interstate and jnmastale baiis,

Appendix | Page

Generle Mame of ONA Service

FProduct Name

BSE pr NS

Femow Acecss Sorvioe

DS — DellSoulh Remole Ageess Servico

B5A
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Trunk 5ide Access Facility (4003)

This capability provides a trunk side conneetion Irom a Traffie Operator Position System (TOPS) Tanden swilch o
an ESFs premises. This connection will be a2 dedicated one way trunk group frown each of the TOPS Tandem
switches serving the end olfices the ESP wishes to receive tralfic from. This tunk group is designed 1o deliver the
called number {UAN) and calling line ANT from the TOPS Tandem swilch 1o the ESP. Feare Group Dlike
signaling will be veed lo conniunicate with the ESPs CPE.

This capability will galy be available in the Generl Sutscribers Services Tariff and only in conjunction with
Uniform Access Number,

Cenerip Npmre ol DNA Syrrice Product Name

Trunk Side Accese Facilily ES - Trunk Side Accos Facilicy | HSa

Referances: not available.

UPDATED 73103
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555 Access Serviee (8038)

This service provides access m ESPs by their clients using a 355XXXX telephone number. The service enables the
ESP io have a wniformy, LATA-wide, 10 digit (NPA-353-XXXX) lelephene nmuber. The same 335 nuniber could be
used in multiple LATAs where service is availabe.

Generic Name of ONA Scrvice Froducl Name BSE or CN%

555 Avcess Service Crwvest < 555 Access Service BiA

FEATURE OPERATION:

When a caller dials the unique 555 relephone number {I-NPA-333-3003C) within 3 LATA, the eall iz routed 10
the caller's originating end office aud (hen to the associared Traffic Operalor Posilion Switch {TOPS) that
serves the end office.

ATt the TOPS tandem the 535 call is ranslaied inlo a unique 300 NXX-XMXX eleplione nuinber whicly is

associaled with each 335 lelephone nuinber or group of 353 1elephone numibers. (The 800 elephone nuwinber is
oblained by the 555 service subscriber.) [Mote: 888, 877, 866, and 855 are now equivaleur 1o 800 ]

After the call is translated into an 800 telephone number, the 800 database {s queried bo idenlify the 555 Service
subscriber's call rovling instruclions.

The 555 call is then routed in the standard Feature Group D [ormet which includes the calling nember, Lhe
called pumber (B0} telephone number} and Automated Number Identifiation (ANI} information digils, AMNI
information digite are the digits that precede (he calling number on the ANI record. ANI informietion digis
inform the 555 Service subscriber of the calling party's ¢lass ol service for billing, rouling and other specal
handling purpeses.

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS:

1. The calling party, the TOPES landem and the 555 subscriber's routing poinl must be in the same LATA. The

rouling point can be either the 335 subscriber’s lacation or (o their carrier of choice. In LATAs where mere
than one TOPS tanderm is present, the 555 Service subscriber must subscribe (o 555 Service from both TOPS
andems.

Calls irom cutside the LATA will be blocked, Blocking alse applies o "0 minus" (e.g., for (te heariag
impaired, etc.), "0+" calls, and resiricred classes of service.

This capability is currenily available only from suilably equipped DMS 200 Traffic Cperator Position
Swilches.

UPDATED 73109
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1 Appendix | - Region Specific Scrvices - Technical Deseriplions for Circuit Switched Serving
Arrangemenis

AIN Alternare Roullng (4028)

Tlis service allows custoruers o establish predetermined altemiare routing plans for incewning volce and dala raffic
{e.g., MLHG, DID). Incoming calls can be rerouled w niulriple {or a different) localions andfor announcemenls
during varied emergency situalions.

Crenerle Name of ONA Service Product Manie BEE or CN5
AW Alermae Rowing BS - CrisisLink™ CNS
FEATURE OPERATION:

Al 1he time this service iy established, the customer predeitnes a set ol ditectory numbers {DN5) 1o be protected in
the evenl ol a crisis. All DNs in ihe set receive the same delaull allemale handling when (he service is activated.
The DN set is loaded through the AIN Service Managemenl Syseem {SMS) inb the Swirehing Control Poinrt (5CP),
where il reruains dommant until acrivated via customer requesl Lo Lhe Service Cenler. When a customer calls o
aclivale (heir service, they may activak Lheir defaull reatnient, or may specify changes at the tiine of adbvalion.

As an exanmple, the incoming calls to a cuslomer can be rerouled w Lthe predefined DMs as follows:
— A% ol calls are redirecied to Backup DN |
— B% ol ealls are redirected ko Backop DN 2
— % ol calls are redirecled 1o Backup DN 3
— D% ol calls are redirected o a DN associsted with a customized anncuncement
— E% of calls are coinpleled to the muniber oripinally dialed {parrial crisis/restore)
— "% of calls are senl 1o a staudard swilch based annouonceinent

This service uses two AIN .1 riggers: the Public Ofice Dialing Plan (PODP) rigger and the Temiination Atlempl
Trigger {TAT). The disiinction bebween Lhe two is as follows:

» A PODP uipser is assighed 1o DNs which are seeved by a SESE (erminating S8F {ASP Release 0.1B or laer).

= A TAT is nsigned m DNz which are served by a DMS-100 lerminaling S5 (NA D03 or laler).

M CrisisLink is 8 servios merk of BellSouth Corparation,

UFDATED 13105
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AIN Terminaling Dala Collection/Cusiomlzed Routing {4029)

This service provides a cuslomer with pertinent lermiinating trefic data informarion as well asthe capability for
customized routing arrangements.

{reneric Mame of OMA Serviee Product Mame RSE or CNE

AN TraiMic Thie/Routing B — Winwal Number Call Detail WHCL | OME

L)
[ometly AdWaich

FEATURE QOPEEATION:

The customer's Direciory BWumber (DN) beaomies a "vimual” nember either by rewsing the customer's existing
nomber (il it resides i a SESS swilcli), or by assipning the cuslomer a new number in 2 3ESE swilch,

Thie customer's "virtual” nuinber is lisied as the customer's numiber in the Direciory. Galls direciory (o this
number can be handled as [ollows:

Drara Collecrion
— counts of calls inade 1o the virtual numiber including the calling pary number
— call detail based on calls tiar receive busy or don't answer

— the customer is able Lo access the service via a YT100 (ermiinal al up io 19.2 kbps, and the costoiner will be
able lo view and download call records.

Rouwting Funcrionality
— muling by day of week/linie of day/%s disribulion Lo up Lo three localiouns

— muting frem the virual mimber o a et of locations besed on geographic origination of the call

® Adwatch iz a regiserod trademark of PellSouth Corporalion.

UPDATED 7/31/09
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Auntomatic Disaster Reeovery of DID (5010)

This capability enables an ESP with mulliple wire ceniers w provision lhe same Direcl Inward Dialing (DIDY)
numbers lo auremarically transEr 1o au allernaie wire center in the eveni of a failure. The DID number will
reside al (he normial serviug wire cenler. The wire centers msi be connected by 1.544 Mbps nteroilice
lacilities.

Generic Name of ONA Service Producl Mame BSE or CNS

Aulomatic Disaster Recovery ol DID NX - DIYDOD Disasier Recovery Service | BSL or CHE

FEATURE OPERATION:

This feature is aclivated in the event of a Failure in the loop between the normal wire center and the cusiomer
premiises. [ncoming calls w lines connecked Lo Lhe normal wire center will be rerowted over the 1.544 Mbps
trunks (o the zliermate wirs center for completion. PBX customers oblain DID service trom Lheir normal serving
wire cenler aud an alleruaie wire center designated by die telephone company. DID service from the normal
wire center aud the alterware wire center will share an NXX (hat will reside al die normal wire center.

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS:

1. This feature is available in the [bllowing central ollice swiches:

Swilch Type SESS DMS-100

Earliesl Generic Release SE2 BCSY?

2. Oulgoing calls from the alternate wire center will nol be alfecied.

UFDATED W31/0%
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Avtomatic Delivery (2019)

When an end user encounters a busy cr don’t answer condition on cuigoing calls, thi [eamre anlomalically
[orwards Lhe calling party’s call to a predetermined, dialable nuniber served by the saine or different cenrral

office swilch.

Generic Namc of ONA Service Product Name BSE or CINS
Automaric Delivery AM - Automaiic Delivery CHS
FEATURE OPERATION:

This lealure, where available, will lforward ealls from POTS and business lines fo a dialable number,

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS:

1. This feature is availakle in the [ollowing ceniral office swilches:

Swirch Type SESS DMS-1{H

Earliest Generic Release JE12 NA 006

Relerences: not available

This service, if offered as a BSE, is associasied with the Circuir Switched Tronk Type BSA.

UPDATED T/3 Line
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Bridging - Line (5001)

This provides the ability 10 eommect an end user's swilched exchange service 1o an ESP (e.g., telephone
ANSWETINg or voIce massaging service provider), This capability 15 the tradilional bridged service that provided
answering services with a direct connection 1o the client's line,

Generic Name of ONA Service | Product Name BSE ar CNS

Bridging - Line NX — Bridging {Secrelarial) BSE

Reference: GR 672 L55GR: Bridge Services On An IDLC System, FSD 20:02-2010 (A Module of L35GR,
FR-&4), [ssue |, June 2000, (replaces TR-TSY-0004672, [ssue | —no rechnical changss).

This service, il oflered ss a BSE, is associated wilh the Circuit Swilched Line serving arrangement.

LPDATED 121508
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Call Denial On Ling Or Hunt Group (6004)

This screening oplion limis werminating Circuil Swiched Line calls 1o completion within the LATA wheralie
Circult Swilched Line resides. [nerLATA and Inleruarional calls are blocked, ax well ax callz which inay
potentially terminatc oulside the LATA. The Call Denial option allows calls 1o tenninare (o any WX wilhin e
LATA served by the Circuit Switchiad Ling that doe= not have a special charpe associaled wilh it. Blocked calls
are routed 1o & reorder tone or recorded announcement.

Call Denial Cu Line Or Hunl Group is useful wo 900 services aind the ESP industry for fraud contral.

This feamre ix provided in all elecwronic end offices and, wlhere gvailable, in elecironechanical end oflices.

Crengrle Name of ONA Service Prodnct Name BSE or CNS

Call Denial On Line Or Hunt Group | PB - Call Denial On Line Or Hunl Group BZE

Reference GR-334 Swilkched Access Seryvice: Trananission Parametar Linils and Interface Combinalions, [ssue
b, July 1994 (replaces TR-NWT-000334, lssue 3).

This service, il offered as a BSE, is associaled wilh the Circuil Switched Line basic serving arrangenient.

UPDATED 12104
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Call Detail Recording Reporta - via NXX Screening (B014)

This serviee provides far call d2uil infomuation te be recorded and made periodically available to EEPs via
paper or magnetic tape [ormatl. The ESP is assigned a unigue XX code which alerts the originating coneral
office w record call detil. Call detail includes: billing nanie, address and phone number; calling and called
number; message date, and connect and disconnect lune. Call detail is provided only for intraLATA calls. The
ESP does not have o obtain access via Feamre Groups A or D in order (o obain this service.

Generic Name of ONA Service Product Neme BSE ar CNS

Call Daail Recording Reporis - via WXX Screening Crwesl - Melwork Acirus Service l B3E

Relerence: GR 521 LSSGR: Trafiie Data Provision Fearorss, FSD 02-02-1 200 (4 Module ol LSSGR, FR-610),
Issue 1, June 2000 (replaces TR-NWT-00062 1, lssuc 1 — i technical chianpes;,

This service, if offered as a BSE, is associated with the Circnil Switched Line besic serving arrangement.

LIFIZA TR 2031000
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Call Ferwarding Originating {2003)

Call Forwarding Originating is an optional basic service which is provisioned as an originating subscriber
leslure, [t is responsible lor delecling 2 busy or noanswer condilion, and when detecled, can invoke au
anncuncement which offersthe caller an option 1o leave a message. Call Forwarding Originaring providez a
trigger iniliative Lo query the AIN Service Control Poinl {SCP} for routing information to divect the caller
Ltheir messaging provider of choice.

Generic Name of ONA Service Froducl Name BSE or CNS
Call Forwarding Options AM - Special Delivery Service | CNS
FEATURE OPERATION:

Since the end oflice portion of the fzamre can only route 1o one Lelephone number, AIN lunctionalily is
colnbined wilh this [zamre 1o provide thecapability 1o route 1o mulriple providers. "The AIN SCP siores 2 (able
thar aaps the originaling relephene number ro a chosen messaping provider. When the 8CP is queried, the
appropriare provider's lelephone nomber is rearmed 1o e end office for finalronting. The 857 links will
wanspert call set-up information {[SUP) berween each end oflice, as well as provide eonneetivity (o and Irom
tlie SCP for call tnonitoring end routing information. The STP swilches are responsible lor routing 557
messages o e appropriate AIN node (i.e., 3CP, end olfice, mondem, ele ). This feature is medilied on a line
basis by & service order.

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS:

1. This feature is available in the [bllowing ceniral ollice =wilches:

Swilch Type DMS- 10

Earliext Generic Release NA-004

Relerances: Mot available.

UPDATED 731/658
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Call Forwarding To Multiple Localions {60d2)

This capahility allows a subscriber/user le szlectively redirect calls arriving at hizher sialion sel Lo bwo (and
somelimes mare than two) dillerent answering points including mulliple messaging services bared on specific
call siwalions,

{reneric Name of ONA Service Producl Name BSE ar CNS

Call Ferwarding To Multiple Locations PB - Dual Telephone Coverage CNS

Relerences: Mol availzble.

This service, if offered as a BSE, is associaled with the Circuit Switclied Line rvpe basic serving arrangeinent.

UPDATED 731109
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Call Forwarding Dion'l Answer to DID Inmraswitch allows ¢alls wo be (orwarded w a D10 number erved from
the same central office as lhe forwarded call when the called numbcer Gails o answer. This aervice is associaled
wilh DID service in 1A ES5 cenmal office switches and allows the DLD trunk to receive calls forwarded on a
Don't Answer basis from kines equipped with Call Ferwarding Don'l Answer. The called number and the
torwarded-Lo number must be in the same central pflice swilch.

Generic Name of ONA Service Produocl Mame B3E ar CNS
CFDA To DID Mtraswiich B5 - CFhA CNS
(west - Expanded Answer CNS

Relerences: nol avaijlahle,

L]
This capability is inherent in ceriain 1.4 E5% seniml ol swilded,

UPDATED T3 0%
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Call Queuing (BO5B)

Call Crueuing iz a nerwork-bared quening service (thal allows subscribers lo offer callers w Lheir business the
oplion Lo stay on the line, in queue, w speak with a live person rather than rexhing a busy signal or being asked
Lo leave a inessage. Call Queuing does not require any special equipment {CPE) or addilional lines [or callers in
queve. Calls in queoe will be stored on the teleplione company Advanced lnrelligent Nerwork {AIN).

Generic Name of ONA Service Producl Name BSE or CNS

Call Queving Quest - Quest Call Quening | CNS

The service will be available in AIM local calling areas for niany Lucent LA ESS, Lucent SESS, and Norel DMS
100 switchies. The service does not work art this time with PBX DI lines, 15DN, Call Wairting, or Cuslon: Ringing
and 1A ESS ported munbers (LMNP}L 11 is notl available io Radio Ceniest Lines.

Mumeric Caller ID), when available, is passed on outcall nolification of calls enlering queve Lo a pager, cell phoneor
addilional line. This is an oplional featere and requires cuslonier provided equipmenl.

The basic service includes two queve slots, One call can be stored in queve for each queue slot, An additional unit
of rwo more queus slors may be added il the sutcriber wishes w expand the service. There is a limil ol 98 queus
slols per service. Pleass refer Lo local lari[fs [or more specific informalion on availability details.

References: not available,

UFDATED 1110
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Call Transfer On DID (3002,4626,8034)

This capability allows au ESP wilh Direct Inward Dial (D) runks (o add another party 10 an established
incoming call, io perform a ihree way conlerence. After esiablishing the conference, the ESP may drop from the
connection withool disconnecting (e remaining wo mties. This acrion allows the ESP o rausfer specific

calls and free the ESP's line Lo receive anoiher call.

Generic Name of ONA Service Froduci Name BSE or CNS
Call Trausfer On DID BA - 2-Way DID & Call Trans(er BSE

BS - User Trensler On DID BSE

Owesl - DID 2-Wey Call Traus{er BEE

1. This feature is available in the [ollowing central office swilches:

Switch Type 1A ESS 5ESS

Earliest Generic Release 1AESA SE2

2. The DID runk must be 2-way wilh E&M sigualing.
3. In the SESS central oflice switches, the DD trunk must have DTMF capabilities,

This gervice, if olfered as a BSE, iz associaled with Lhe Circuil Switched Trunk basic serving arrangemend.

UPDATELD 71409



Call Waiting {2005 3017, 4018 5H5)
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The Call Waiting (CW} [eature informs a busy station user, by a burst ol wne, that anather call is waiting. The
busy srartion user may hang up and answer the second call or can place the original call on hold and answer the

second call,

Generic Name of ONA Service Producl Name BSE or CNS
Call Waiting AM - Call Wailing CNS

BA - Call walting CNE

B - Cali Wailing CHS

NX - {Call Wailing NS

PB - Call Waiting CNS

Qrweesl - Call Wailing CN3

FEATURE OPERATION:

An incoming calt wy a busy line with CW recetves audible ringing. The line with Call Waiting receiva a CW

lone (hal iz repeated once aboul 1ff seconds afizr the inirial burst af Lone.

The line willl CW muay respond 1o the CW tone in ane of three ways. The called party may dizcanneer from the
existing call. The telephone will then be rung and, il answeed, the called pany will be conneeted 1o the wailing
call. The second alternalive allows the line with <all Wailing 1o (lash the swilchhook (75 16 1.5 seeands) and,
thereby, place the original call on hold and connect o Lthe incoming call. The perty with CW may allernate
berween calls by flashing the switchthook. The (hird allemnalive is nol lo respond 1o the CW Lone,

TECHMNOLOGICAL AND FEATLURE INTERACTION CONSIDERATIONS:

1. This fealure is available in the Iollowimg cenral office swilches:

Swilch Type

1A ES8 L1

DMS-100

Earliest Generic Release

LAES SE2

BCS17

2. [Faline hay Call Forwarding Busy Line (CFBL) and W, lhe CW zervice nonoally lakes precedence.

3. Qiven tha: a line has both CFBL and CW and is in the talk state, the [iral eal anempting to (erminate is
meaed as 2 CW call. Subsequent lermination atempts are eall lorwarded.

VUPDATED M3 L7F
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4. On a line with both a nuake-busy key and CW, make-busy key Lakes precedence when the key 13 aclivated,
5. Relerences:

= GR-371 LSSGR: Call Walling FSD 01-02-1201 { A Module ol LSSGR, FR-64), [ssue 1, June 2000,
(replaces TR-TSY-000571 Issue | & Revision | —notechnical changes).

+ GR-573 LSSGHR: Business Group Call Wailiug FSD 01-02-1205 (A Module of L35GR, FR-643}, [s5ue
I, June 2000 (replaces TR-TSY-000373 Issue | —no lechnical changes).

- GR-21% LSSGR: CLASS™ Fearure: Distinctive Ringing/Call Waiting, FSD 01-01-1110 {A Module of
LSSGR, FE-64), Izsue 2, April 2002 (replaces TR-TSY 000219 Issue * & Revision | & Bullelin 2 &
GR-219 Issue 13,

Tlis service, if offered as a BSE, is associated with the Circuit Switched Line besic serving ammangement.

M CLASS is a service mark of Telcordia Technologics, Ing, ([omierly Belloon:)
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Calling Name Delivery (8045)

Calling Mame Delivery, available o ISDN PRI subseribers, allows for the delivery ol the calling party’s name,
as well as the calling party’s number, The customer must have cusiomer premises equipment {CPE) that will
display the celling name.

eneric Name of ONA Service Producl Name BSE or CN&

Calling Nawne Delivery Qwest — Calling Nane Delivery BSE

Eeferences: not available.

UPDATELD 73109
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Calling Mame Ildenrilicalion (BD49)

Calling Name Identification (C NI} is available 10 ISDN BRI subacribery, 1t displavs the name and number of
the calling parry on the called pay®s 150N 1erminal &l the 1ime of Lhe inconing call. Thename information
includes up 19 15 name characiems, & privete indication, or an unavarlable indication. 11 the calling party number
is unavailable, then the calling party name i9 slag ppavailable.

Generic Name pf ONA Service Preduct Mame BSE or CNS

Calling Name 1deniification Crwest — Calling Nane 1demification CNS

Relerences: nel aveileskle,

UPOATED TiL0a
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Dial Call Walting (80309

Dial Call Waiting, when used in conjunction wilh Lhe Distinctive Alen [eature, will allow a subscriber (lor
example, an Enhanced Service Provider) wo invoke a distinclive ring or call waiting 1one on anollier line. The
[eature i= inilialed by dialing an access code in the form of *X°X and the telephone nuruber of the line w be
called. For ihis feature lo work, (he called line nusi be aquipped with the Dirlinctive Alert feature. [Fihe line is
idle, a dislinclive ring will be applied. If the line is busy, (he called party will receive a call wailing one.

Both the line equipped with Dial Call Waiting and the ling equipped wilh Dislirctive Alert must be in lhe same
central office swilch. Other lechnical consideralions also apply.

Generic Name of ONA Service Preduct Name BSE or CNS

Dial Call Waiting Owest - Dial Call Wailing BEE

This feature ir available in the following centraloffice swiiches:

Switch Type SESS

Eerliest Generic Release SE2

Tlis service, if offered as a BSE, is associzied wilh the Circuit Switched Line basic serving armangement,

VPDATED 13114
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Dialed Number [dentificallon via INWATS m DI1D {401 1,5015}

Dialed Numbear Ldentificaton Service on 800 Service (also known as INWATS Direcied 1o DID runks). is a
service for use i conjunction with an ESE* voice prade trunk (DID) circuil swilched basic serving arangerment,
Incoming $00 Service calls are terminamed aver DID runks, thereby indicating the 800 nomber that was dieed
by the calling party. The ESF knows the siation number associated with each BOO number se when it receives
the slation number over the DID trunk it can identify the 800 nuinber called. [Note: BEE. 77, B&, and B55 are
now equivalent w 800 ]

Generic Name of DN A Service Product Name BXE or CNS

L) . -
Dialed Number dentilication Via INWATS o DID | D - 890 Service 10 DID Service | BSE or CNS

NI - DNIS On 800 BSE

References: not available

Thir service, if offered as a BSE, is associated with the Cireudl Swilched Trenk serving amangenient.

"
pwest withdrew their offermg fbr Lhis servioe m e 57989 ONA Plan Amendments,

1IFDATED 13109
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DID Load Across Wire Centers (5011)

This capability enables an ESF with mulliple wire centers to provision the same Direct [nward Dialing (DID)
numibers al duplicate wire centers. The DID number will reside at (he normal serving wire cenler, The wire
cenlers must be connecled by 1.544 Mbps interelTice facililies.

Generic Name of ONA Service Product Name BSE or CNS

DD Load Across Wire Ceniers NX - DIDYDOD Disasier Recovery Service | BSLE or CHE

FEATURE OFERATION:

This feature is activated in the event ol a (zilure in the loop between the normal wire cenler and the customer
premises. Incoming calls {0 lines connecled o the nermal wire center will be rerouted over te 1.544 Mbps
tuteroffice runks lo the altemate wire cenler for cownplelion. PRX cusioniers obtain DID service from Ltheir
nonnal serving wire center and an allemale wire cenier desigualed by the telephone company. DID service fom
Llie nortual wire center anid Lhe alternate wire cenler will share an N4 Lhal will reside al lhe normial wire center,

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS:

1. This leare is evailable in the following central office switches:

Swilch Type SE5S5 DMS-100

Earliest Generic Relzase SE2 RCS27

2. Ougoing calls lrom the alternate wire cenler will nol be alfectcd. Lines connected w the normal wire
center will be our of serviee.

UPDATED 7/IL0%
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Direcled Call Pickup Wilth Barge-In {8{33)

Direcled Call Pickup With Barge-In allows a subacriber to pick up a call which has been auswered or iz ringing
on gnother line. ‘This [eamre is initiated by dialing an access code in the lorm of * XX and the relephone number
ol the line o be picked up. TFthe line ro be picked up i3 in the tingng stete, a connection is esiablished berween
the line originating Dirceted Call Pickup With Bargoe-ln and the line thal originaied the incoming call. Il the line
Lo be picked up has answered the incoming call, a three way commection is established betwean the line initiating
the pickup, the originating line and the called line.

Beth the line priginating the pick up and the line 19 be picked up must be equipped with the service and must be
in the same central oftice switch. Other iechnical consideratior® alzo apply.

Genperic Name of OMNA Service Product Name RSE or CNS

Directed Call Pickup Wilh Barge-In | Qwesl - Directed Call Pickup With Barge-In BSE

This feature is available in the following central office switches:

Switch Type SESS
LEarliest Generic Release 5E2
Reference:

«  GR-390 LESGR: Cal! Pickup Feaures FSD 01-02-2800 (A Module of LS5GR, FR-64), Issue |, June 2000
{replaces TR-TSY-0005%90 1ssue [ —no techaical changes).

This service, il offered as a BSE, is associated wilh the Circuir Swilchied Line baric serving arraugemiant.

LPDATED /2104
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Direcied Call Pickup Withoul Barge-In (8032)

Directed Call Pickup Withouwl Barpe-In allows a subscriber 10 pick up a call which iz ringing on anoller line.
This leatlure i3 injtiated by dialing an access code in the formol *XX and the teleplione number of the line 1o be
pickad up. Ifthe line 1o be picked up is in the dnging state, a connection is established between L line
originating Directed Call Pickup Without BarpeIn aud the line thal originaled (he incowning cal. If the liue 1o
be picked up has answered Lhe incoming eall, busy Lone is retumed (o the line that ctiginated the Direcled Call
Pickup Without Barpe-In leahure.

Both the line originating the pick up and the line (o be picked up must be equipped witlithe service and must be
in lhe same central oMice switch., Cther technical consideralions also apply.

Generic Name of OMA Service Product Name BSE or
CNS

Directed Call Pickup Withoutr Barge-ln Crwesl - Direcied Call Pickup Wilhour Barge-In | BSE

Tlis feature ir available in the following central office swilches:

Swirch Type SESS
Earliest Generic Release 5E2
Relerance:

s (GR-390 LSSGR: Call Pickop Features FSD O 1-02-2800 (A Module of LSSGR, FR-64), Issue 1, June 2000
{replaces TR-TSY-000590 [ssue 1 — no technical changes).

This service, if offered as a BSE, is associaled with the Circuil Swilchied Line baric serving arraugenient.

LPDATED TALOY



Dislinclive Alert (50M)

Distinctive Alerl, when used in conjunction with he Dial Call Waiillig [earure, will allow a subscrber (for
example, an Enhanced Service Provider's clienl) lo be nolified of cenain incoming calls. When called rom a
line equipped with the Dial Call Wailing feature, & distinclive ring will be provided if the line is idle and a call

wailing lone will be heard if Lhe line is busy.

Both e line equipped wilh Distinclive Alen and the line equipped will: Dial Call Wailing musl be in the same

cenmral office swilch. Onher technical considerations alao apply.
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Generle Name of ONA Service

FProdoclt Name

BSE or CNS

Distinchive Alert

Qwer - Dislinclive Alen

BSE

‘This fearure is available in the following central olfice switches:

Swilch Type SESS

Earliest Generic Release AE2

This service, il oflered a= a BSE, is aseociamed wilh the Circuir Switched Live basic serving arrangement.

UPDATED 3109






